
2 - Speed Motor retrofits
Haul your net faster.  

Upgrade your existing 26, 28 or 29 
MARCO Powerblock with a 2 speed motor 
option installed at MARCO.  Haul at high 
speed or maximum torque.

Retrofit includes installation of new 
marinized motor, pinion gear, hydraulic 
hoses, 2 function control panel and testing 
of the powerblock.   

Installation of one additional hydraulic 
line is required on the boom to control the 
shifting option.

All hydraulic motors are now marinized 
for longer service life.  Motor shafts 
and bodies are coated with a corrosion 
resistant  finish to resist saltwater and 
prevent shaft seal failure.

2 - SPEED MOTOR
RETROFIT



Model Sheave Speed Net Pull Hydraulic Oil Input
26 Powerblock FPM RPM @ 1/2 Radius Flow GPM Pressure PSI
15 Cubic Inch 6000 Series 173 42 4013 17 2000
19 Cubic Inch 6000 Series 178 43 5066 22 2000
24 Cubic Inch 6000 Series 174 42 6020 27 2000
30 Cubic Inch 6000 Series 174 42 7608 34 2000
016/024 - 2 Speed 262H / 174L 63H / 42L 4265H / 6020L 27 2000
020/030 - 2 Speed 264H / 174L 63H / 42L 5300H / 7608L 34 2000

Model Sheave Speed Net Pull Hydraulic Oil Input
28 and 29 Powerblocks FPM RPM @ 1/2 Radius Flow GPM Pressure PSI
15 Cubic Inch 6000 Series 173 35 4650 20  2000
19 Cubic Inch 6000 Series 172 35 5870 25 2000
24 Cubic Inch 6000 Series 176 35 6975 32 2000
30 Cubic Inch 6000 Series 174 35 8815 40 2000
016/024 - 2 Speed 236H / 176L 53H / 35L 4650H / 6975L 32 2000
020/030 - 2 Speed 261H / 174L 53H / 35L 6100H / 8815L 40 2000

2 Speed Motor retrofit on B26 Powerblock.   
Increase maximum speed by 30% in high speed mode.

2 Speed Motor retrofit on B28 or B29 Powerblock.   
Increase maximum speed by 30% in high speed mode.
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